
9. minnesota statutes section 626.557, subdivision 
3 6 ,  513:: 

C. minnesota Statutes. section 626.557, subdivision 
4 ,  5100: 

3. minnesota Statutes, section 626.557, subdivision 

9, $250; 
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par: 
C E S S  

D. parr 4655.7000, subpart 2, 30 days: 


E. part 4�55.7780, subpart 2 ,  30 days: 

F. part 4655.8820, subpart 1 ,  item A ,  60 days; part
4655.8820, subpart 1, item B, 30 days: part 4655.8820, subpart 
1, item C, 6 0  days; part 4655.8820, subpart 2, 14 days; parr
4655.8820, subpart 3, 14 days: and 

G. part 4660.1460, subpart 1, item A ,  30 days; part
4660.1460, subpart 1, item B, 14 days. 

US s 144.653; 144A.10 


4655.9500 REQUEST FOR EXTENSION OF THE ALLOWABLE TIMEPERIOD FOR 
correctI ON. 

The nursing home may request an extension of the allowable 
time for correction for those rules specified in part
4655.9400. The request for extension of the allowable period of 
time for correction shallbe received by the department prior to 
the expiration of the time period cited in the correction 
order. The failure to submit a request within that time period
shall result in a denial of the request. 

MS s 144A.10 


4655.9600 CONTENTS OF REQUEST. 

Subpart 1. Content. All requests for an extension of the 

allowable time period for correction shall contain the following

information: 


A. the identification of the rule or rules for which 

the correction order vasissued: 


B. the date the correction order vas received: 


C. the allowable time periodfor correction: 

D. the reasons for requesting an extension of the 

allowable timeperiod for correction which shall specify,in 

detail, the steps that have been takenby the nursing home to 

attain compliance 


E. the 
h
length of additional time required to attain 


compliance witht e correction order: and 


F. such other relevant information necessary to 




evaluate the request for :he extension of time. 


Subp. 2 .  Oral request. I f  the request for an extenslor, is 
made orally, the administrator shall mal?,within one business 
day, a written confirmation which contains :he information 
specifled.under subpart 1. 

ms s 1 4 C A . 1 0  

4655.5700 CRITERIA FOR EVALUATION. 


A request fo r  an extension of the allowable period of time 
shall be granted if the department determines that: 

A. Continued noncompliance with the rule for the 

length of the extension will not jeopardize the health, 

treatment, comfort, safety, orwell-being of the patient: and 


E. The nursing home: 


(1) Has entered into a contract to obtain the 
materials, labor, personnel,or other items necessary to obtain 
compliance with the correction order, bur the supplier, 
contractor, or individual has failel to performor is unable to 
perform w i t h  the time period specified and theinability of 
the nursing home to comply with the correction orderis due 
solely to that failure: or 

( 2 )  Has othervise made a diligent goodfaith 

effort to comply with the correction order sinceits receipt. 


The administrator shall be notified, in writing, of the 

department's decision. If an extension of time is granted, the 

notification shall specify the additional time allowed
for 

correction. 


ms s 144A.10 


4655.9800 renewal 

Any request for the renewal of an extension of the 

allowable time period for correction shall be madein accordance 

with parts 4655.9500 and 4655.9600. 


Approval for the renewal of an extension of the allowable 
time period for correction shall be granted if the department
determines that the nursing home continuesto meet the criteria 
contained in part 4655.9700. 

MS s 140.10 


4655.9900 DENIAL. 


The department shall deny any request for an extension
of 
the allowable timeperiod f o r  correction if it determines that 
the criteria specified in part 4 6 5 5 . 9 7 0 0 ,  are not met. The 
denial shall be in writing and shall list the reasonsfor the 

denial. 


W s 144A.10 
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chapter 466: 

department of health 

licensing requirements FOR THE physical PLANT of nursing homes 
and boarding CARE homes 

NOTE: under minnesota statutes section ; 4 4 . S : ; .  the State 
board of health vas abolished and all of its duties transferred 
to :he commissioner of health 

4660.0C90 SCOPE. 

The rules in chapter 4660 apply to both nursing
homes and 

boarding care homes unless othervise indicated 


MS s 144.56; i44A.02 to 144A.08 

4660.0lOO definitions 


Subpart 1. Existing facility. An existing facility is 
defined in p a r - 4655.3100, subpart 5 .  The term existing or 
"existing construction" as used in parts 4660.0100 t o  4660.9940 
of these rules shall be considered synonymous with existing
facility," as defined in part 4655.0100, subpart 5. 

Subp. 2. new construction. new construction involves all 

construction planned and commenced after the effective date
of 
these rules. The term n e w  or  n e w  construction" as used in 
parts 4660.0100 to 4660.9940 of these rules meansthe erection 
of new facilities expansion of or additionsto existing
facilities modernization or majorremodeling involving
substantial changes in space or  arrangement, and any building
planned for conversion to be licensed under the provisions of 
these rules 

MS s 144.56; 144A.02 to 144A.08 


466C.CZOO LICENSURE. 


As a condition of licensure, a certificate of need shall be 
obtained for construction or modification" as defined in the 
Minnesota certificate of Need Act, Laws of Minnesota 1971,
chapter 628. 

On matters affecting licensure which arenot regulated by
the Certificate of Need Act, the board shallbe notified 
directly in writing relative to proposed planning forall new 
Construction as defined herein, remodeling, changesin existing
service, function or bed capacity, additionof new services, 
sale, and change of ownership. 

MS s 144.56; 1441.02 to 144A.08 


4660.0300 compliance WITH REGULATIONS. 


Subpart 1. Compliance. The physical plant of a l l  
facilities shall be in compliance with these rules as follows. 

Subp. 2. New construction. All new construction shall be 
in accordance with the requirements fornew construction as 
outlined In these rules. 

Subp. 3. Existing facilities. All existing facilities 
shall be deemed to be in substantial compliance with the 
physical plant requirements for new construction, except as 
noted in these regulations when additional beds are added to 
existing facilities the required dayroom and dining room areas 



th 

shall be based or. the bed capacity of the extire facility
compliance with the stencards for new construction for existing
facilities shall De for the areas :evolved and to the extent ...at the existing structure w i l l  germit. Selected improvements 
or correction of minor deficiencies i n  existing facilities shall 
not be a requirement forcompliance with new construction 
criteria 

Subp. 4. Reclassification. As a condition for 
reclassification of a boardin5 care home t o  a nursing hone, the 
physical plant shall be in compliance with all new construction 
requirements for nursing homes. 

Sub?. 5. State firs marshal. Fire protection shall be 

provided in accordance with the requirements of the state fire 

marshal and of these rules. The state fire marshal'sapproval

of plans for new construction and of the fire protection of the 

completed facility shall be prerequisite for licensure 

facilities shall maintain a clearance by the state firemarshal 

in order to qualify for continued licensure. 


ms s 144.56; 144A.02 to 144A.08 


PLANS 


4660.0400 PREPARATION OF PLANS. 


Architectural and engineering plans and Specifications for 

new construction shall be prepared and signedby architects and 

engineers Who are registered In the state of Minnesota and in 

accordance with the requirements by the Board of Architecture,

engineering Land Surveying, and. Landscape Architecture. 


MS s 144.56; to 


4660.0500 APPROVAL OF PLANS 


Preliminary plans and final working drawingsand 
specifications for proposed construction shall besubmitted to 
the board for review and approval. Preliminary plans shall be 
approved before the preparation of finalworking drawings is 
undertaken Final working drawings and specifications shall be 
approved before construction is begun. 

US s 144.56; 14CA.02 to 


4660.0600 PRELIMINARY PLANS. 


Preliminary plans shallbe drawn to scale, show basic 

dimensions, and indicate the general layout and space 

arrangement of the proposed building or area and shallinclude a 

site plan when applicable. Plans shall indicate assignments of 

rooms and areas, and shall show bed capacities and fixed 

equipment. 


The planning should include considerationfor future 

expansion of a facility. This includes the site, orientation of 

the structure on the site, parking areas as vel1 as patient,

dietary, and laundry areas. I f  a laundry is not contemplated

initially, provision should be made forits possible future 

location. 


MS s 144.56; 144A.02 to 


4660.0700 FINAL P L U S .  

Final architectural plans and specifications shall
include 

elevations and sections through the building shovingtypes of 
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4660.0800 final mechanical AND ELECTRICAL PLANS. 


final mechanical and electrical plans andspecifications
shall cover the complete layout and typeof all installations, 
systems and equipment to be provided In accordance with the 
requirements of these regulations. Heating plans shall include 
heating elements, piping thermostatic controls, pumps, tanks,
heat exchangers, boilers, breeching and accessories. 
ventilation plans shall include room a i r  quantities ducts, fire 
and smoke dampers. exhaust fans, humidifiers, and air handling
units Plumbing plans shall include fixtures and equipment
fixture schedule, water supply and circulating piping pumps
tanks, riser diagrams, building drains,the size, location and 
elevation of water and sever services, and the building fire 
protection systems. Electrical plans shall include fixtures and 
equipment receptacles, witches, power outlets, circuits, power
and light panels. transformers, and service feeders. Plans 
shall show location of nurse call signals, telephones, fire 
alarm stations ana detectors, ana emergencylighting 


ms s 1 4 4 . 5 6 ;  144A.02 to 144.4.08 

C66C.05tC start OF construction 

The department shall be notified in writing of the date of 
start of Construction not less than seven days after 
commencement. Unless construction is commenced. Within one year
after approval of fin21 working drawings and specifications, the 
drawings shall be resubmitted for renewal of review and approval. 

All construction shall be executed in accordance with the 
approved final plans and specifications. Subsequent
construction changes which involve these rules shall be approved
by t h e  department before such changes aremade. 

US s 1 4 4 . 5 6 ;  1 4 4 A . 0 2  to 14411.08 

4660.1000 FINAL INSPECTION. 


The department shall be notified at least 30 days prior to 

the completion of construction SO that arrangements can be made 

for a final inspection by the department andby the state fire 

marshal Completion involves the entire construction,

equipment, staffing patterns and services. Mechanical and 

electrical systems shall be completed and tested for performance

and safety in accordance with specifications and state 

requirements beforenew construction can be licensed and 

patients or residents admitted. 


MS s 1 4 4 . 5 6 :  144A.02  to 144A.08  

4660.1100 PLAN safekeeping 

at least one set of complete plansof the entire facility, 




-? nc 1 ..cluding chances resulting from remodeling o r  alterations 
shall be kept on file in the licensed facility. 

MS S 144.56: i44h.C2 to 1 4 C A . 0 8  

CO6C.:ZOO NEW CONSTRUCTION SITE. 

A care facility shall be so located as to promote at all 
times the health, comfort, and safetyof patients and residents 
The factors included in selecting the site for a new facility
shall be a s  follows: 

A .  Public utilities shall be available and such 
services provided for power and light. 

E. The water supply shall be obtained from an 
approved public water supply system where such is available: 
othervise, water shall be obtained from a water supply system,
the location, construction, and operationof which 1s approved
by the board Plans and specifications f o r  a private water 
supply system shall be approved before constructionof the , 

system or the facility is started. 

C. sewage and other liquid wastes shall be discharged

into an approved public sewerage system where such a systemis 

available: otherwise, the sewage shall be collected treated,

and disposed of in a sewage disposal system which is approved by

the board and the Minnesota Pollution Control Agency. Plans and 

specifications for a private sewage disposalsystem shall be 

approved before construction of the system orthe facility is 

started. 


D. The site shall be away from insect-breeding swamps
and shall be no closer than 300 feet to the right-of-way of a 
railroad main line or to the property line of industrial 
developments which are nuisance-producing or  hazardous to 
health. The site shall not be contiguous to or in Immediate 
view of a cemetery or a funeral home. 

E. The site shall belocated within five miles of a 
municipality and in an area which has a written contractwith 
the municipality providing fire department service,or a written 
contract with the municipality to provide the servicesof an 
approved organized fire department to which an alarm can be sent 
by telephone or other suitable alarm sendingdevice. 


F. The site shall not be located within 8 5  feet of 
underground or 300 feet of above-ground storage tanksor 
warehouses containing flammable liquids used in connection with 
a service station, garage bulk plant, or marine terminal or 
bottling plant of liquified petroleum gas installation. 

G. The topography shall be such that good natural 

drainage is available, and that the siteis not subject to 

flooding. 


H. Adequate all-weather roads and walks shallbe 

provided within the lot lines to the main entrance and the 

service entrance, including employees and visitors' parking at 

the site. 


I .  Grading to one primary entrance shall allowfor 
access for the elderly and the physicallyhandicapped. 

J. The site shall include space for outdoor 

activities. 


K. Community activities shall be accessible, and 
there shall be a maintained public access to the site. 

L. Medical services shall be readily available, and 
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C66C.ljCC applicability 


Parts 466O.:COO to 4660.3200 apply tonursing homes only. 


US 144.56; to 144A.08 


4 5 6 C . 1 4 0 0  patients BEDROOM requirements BEDROOM CAPACITIES, 
NEW CONSTRUCTION. 

i 

At least five percent of the rooms shall be designed for 

single person occupancy (one bed), and shall
have private toilet 
rooms. At least 7 5  percent of the beds shall be located In 
rooms designed for one or two beds. No room shall have more 
than four beds. 

US 144.56; 144A.02 to 144A.08 


4660.1410 bedroom LOCATION EXISTING AND N E W .  

Bedrooms for patients shall be outside rooms: they shall be 

dry, vel1 ventilated, naturally lighted,and othervise suitable 

for occupancy. Each bedroom shall have direct access to an exit 

corridor. In existing facilities, the floor in existing

bedrooms shall not be more than three feet below the outside 

grade level. All bedrooms for patients which are licensed on or 

after the effective date of these rules shall be at or above 

grade. In all new construction, the floor shall be located at 

or above the outside grade level or outside surface. 


ms s 144.56: 144A.02 to 14CA.08 


4660.1420 PLACEMENTOF bedrooms IN NEW CONSTRUCTION. 


Patient bedrooms shall be located not more than120 feet 

from the nurses' station and aclean utility room: and the 

location of the soiled utility room shall be not more than 80 

feet from apatient bedroom or from the nurses' station 


ms s 144.56; 144A.02 to 


4660.1430 USABLEFLOOR AREA IN BEDROOM. 


Subpart 1. Existing and new. The usable floor area and 
the arrangement and shape of the bedroom shall provide space for 
furnishings, for the free movement of patientswith physical
handicaps and for nursing procedures. The usable floor area 
does not include spaces occupied by toilet rooms, vestibules,
lockers or closets, or heatingunits. 


Subp. 2. Existing facilities. The usable floor area per

bed shall not be less than: 100 square feet for single rooms,

80 square feet for two-bed rooms, and 70 square feet for three­

or four-bed rooms,when thus licensed prior to the effective 

date of these rules. 


Subp. 3 .  new construction. In new construction the usable 
floor area per bed shall not be less than: 100 square feet for 
single rooms, and 80 square feet for t w o  three-, or four-bed 
rooms. 


US s 144.56; 144A.02 to l44A.08 



4660.1459 bedroom WINDOWS in NEW CONSTRUCTION 


?he window area shall not be less than one-eighth of the 
usable floor area, ana the window sill s h a l l  not be higher than 
two feet, six inches above the floor The window shall face an 
open outside space not less than 30 feet deep, and shall provide 
an unobstructed angle of vision within this space of not less 
than 65 degrees this angle may be read along the exterior wall. 

NS s lC4.56: i4CP..O2 to 144A.08 


C66C.iC60 bedroom DOORS. 

Subpar: 1. Existing and new. For existing and new 
construction 

h .  The nursing home shall develop a written policy
reoardins the use of locks on patient bedroom doors. ?ne poiicy
shall address whether or not doors can be locked while the 
patient is in the room. 

9 .  All such locks shall permit exit from theroom by 
a simple operation without :he use of a key. All locks shall De 
openable with a master key whichis located at each nursing
station. 

Subp. 2. New construction. The door to the corridor shall 
be of fire-resistive construction in accordance with chapters
i30C t o  1365, the Statebuilding Code, 1571 edition, open into 
the bedroom, and provide c clear opening of 44 inches. Bedroom 
doors shall not open directly to a dayroom, dining area,or any
other common use area. 

MS s 144.56; 1441.02 to 144A.08 

4660.1470 CLOTHES CLOSET. 


Subpart 1. New construction. A separate built-in closet 
or storage space for clothing and personal belongings shall be 
provided within the room for each patient. It shall be provided
with shelving, at least one drawer unless included in the 
bedroom, and a full-length hanging space sized to accommodate 
clothes on hangers. The interior closet area shall be at least 
2 2  inches deep and 36 inches vide. 

Locks may be provided, with keysfor the patients when a 

pass key is provided for the nurse. 


Subp. 2 .  Existing facilities. See part 4655.7000, subpart
1, item C. 

KS s 144.56; 144A.02 to 144A.08 




4 6 6 0 . 1 5 0 0  CORRIDORS. 

Subpart 1. Existing and new securely anchored handrails 

shall be provided on both sides of corridors used bypatlents. 


Subp. 2. new construction. The unobstructed width of all 
corridors in patlent areas shall be eight feet,and ail exits 
shall conply with chapters 1300 to 1365, the State Building
Code, 1971 edition. The handrails shall be mounted at a height
of 32 Inches to the top of rail. The handrail shall be a round 
or oval section, 1-3/4 to two inches in diameter, and the clear 
distance between the handrail and wall shall be 1-1/2 inches. 
Wall bracket supports shall be provided at leas: six feet on 
center, and the brackets shall be capable of supporting e load 
of not less than 200 pounds. 

HS s 144.56: 144A.02 to 1441.08 


4660.1600 nurses STATION. 

subpart 1. Existing and new. One or more nurses' stations 
shall be provided, and there shall be at least one nurses' 
station per patient floor. A nurses' station may serve more 
than one nursing area on the same floor,when adequately sized 

and staffed and the maximum travel distancesare not exceeded. 

The station area shall include a nurse call register panel and 

counter space for nurses' ana doctors' charting, and space for 

storage of charts ana supplies. 


Subp. 2. New construction. Each nursing station shall be 
located at the main corridor for better control and for 
observation of patients and signals 

Subp. 3 .  Recommended room. An examination and treatment 
room is recommended. The room should be provided with a 
lavatory with institutional fittings, a single-service towel 
dispenser, storage cabinets, a treatment table, and a 
high-Intensity examining light. 

US s 144.56: 144A.02 to 144A.08 


4660.1700 MEDICATION ROOM, EXISTING AND NEW. 

The medicinepreparation area (see parts4655.7730 and 
4655.7740) shall be provided in a location which is quiet and 
convenient for the nursing staff, and separated from all soiled 
activities. It can be a designated area within the nurses' 
starion or the clean utility room. The area shall contain a 
Work counter, a sinkwith institutional fittings, a 
single-service towel dispenser, a refrigerator for medications 
with a reliable thermometer, and medicineand narcotics cabinets 


US s 144.56: 144A.02 to 144A.08 


4660.1800 CLEM4 UTILITY ROOM. 

Subpart 1. Existing and new. A separate clean utility 

room shall be provided, conveniently locatedwithin each nursing 

area. 



